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T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

The following field notes are those of the dependent resurvey

of a portion of the Eighth Guide Meridian West, through

Township 47 North, between Ranges 64 and 65 West, portions of
the south and west boundaries, the north boundary and a portion
of the subdivisional lines, Township 47 North, Range 65 West, of
the Sixth Principal Meridian, Wyoming.

Edward F. Stahle surveyed the Eighth Guide Meridian West,
through Township 47 North, between Ranges 64 and 65 West, (east
boundary) in 1880. Louis Follman retraced the east boundary in
1881, changing the record. W. J. Boland surveyed the remaining
exterior boundaries in 1882, F. W. Weisshaar Jr. retraced the
eéxXterior boundaries (changing the record back to original on

boundary in 1951 . Ryan R. Lorenzen, under the supervision of
James D, Claflin, monumented the northeast township corner in
1992-93,

set forth in the Manual of Surveying Instructions, 1973, and the
Special Instructions for Group Number 638, Wyoming, dated April

Preliminary to the resurvey, the lines of the previous surveys
were retraced and diligent search was made for all corners and
other calls of the field note record. Identified corners were
remonumented in their original positions; lost corners were

survey,

The survey was executed with a WILD Model T1000 electronic
theodolite, a WILD Model DI1600 electronic distance meter and by
chaining methods. The instruments were maintained in proper
adjustment at all times. The directions of all lines refer to
the true meridian, determined by hour angle observations of the
Sun at various points along the lines of survey and carried
forward by sustained angulation,

Detectable Electronlcally Energized Particles (DEEP-1 TM) were
buried as memorials at certain corner monuments. The “DEEP-1”
is composed of strontium encased in a color coded plastic
container. The unitsg are 1 inch in diameter, 2% ing. long,
weigh 2% ounces, and are magnetically detectable to an average
depth of 8 feet.
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T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

The geographic position of the corner of sections 1, 2, 35 and
36, on the south boundary of the township, based on NAD 83(1986)
and determined by satellite positioning methods, is:

Latitude 44° 00’ 18.47" N., Longitude 104° 37' 08.45" W.

The mean magnetic declination is 11%° E.

Dependent Resurvey, Portion of the Eighth Guide Meridian,
through T. 47 N., between Rs. 64 and 65 W.,
Sixth Principal Meridian, Wyoming

(Restoring the survey executed by
Edward F. Stahle in 1880)

Beginning at the cor. of secs. 19, 24, 25 and 30, on the E. bdy.
of the Tp., monumented by Lawrence T. Price, Wyoming Registered
Land Surveyor No. 450, with an iron post, 2% ins. diam., firmly
set, projecting 12 ins. above the ground, with a sandstone,
19x6x4 ins., alongside, no mks. visible, with brass cap mkd.

T47N
R65W R64W
S 245 19

S 25|s 30
1967

L.5.450
This position is accepted as the best available evidence of the
original cor. position. Bury the unmkd. stone alongside the
iron post.
Cor. is located 7.5 lks. W. of fence extending N. and S.
N. 0° 06’ E., bet. secs. 19 and 24.
Over gently rolling terrain.
20.115 Point for the S. 1/16 sec. cor. of secs. 19 and 24.
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the

ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
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Dependent Resurvey, Portion of the Eighth Guide Meridian
through T. 47 N., between Rs. 64 and 65 W.,
Sixth Principal Meridian, Wyoming

CHAINS

40.23

40.29

T47N
R65W R64W
S1/16
S 24|s 19
1997

Cor. is located 5.6 lks. W. of fence extending N. and S.

The 1/4 sec. cor. of secs. 19 and 24, at intersection of fences
extending N., S. and W. This position is accepted as the best
available evidence of the original cor. position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

T47N
R65W R64W
1/4
S 24|s 19
1997

From this point, a position established by person(s) unknown,
bears N. 17° 05' E., 33.4 1lks. dist., monumented with a steel
reinforcement rod, 3/4 in. diam., firmly set, projecting 5 ins.
above the ground, with a broken steel sign post lying alongside.
This position is not accepted as the best available evidence of
the original cor. position.

N. O° 21’ E., beginning new measurement.
Over gently rolling terrain.

The cor. of secs. 13, 18, 19 and 24, monumented by Delbert E.
Robinson, Wyoming Professional Engineer and Land Surveyor No.
441, with an iron post, 30 ins. long, 1 in. diam., firmly set 19
ins. in the ground, with brass cap mkd. T47N R64W R65W S13 S18
S§19 S24 1961 REG. NO. 441. This position is accepted as a
careful and faithful reestablishment of the original cor.
position.

At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the

ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
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Dependent Resurvey, Portion of the Eighth Guide Meridian
through T. 47 N., between Rs. 64 and 65 W.,
Sixth Principal Meridian, Wyoming

CHAINS

T47N
R65W R64W
S 13(s 18

S 24|85 19
1997

Deposit the 1 in. iron post inside the iron post.

Cor. 1s located 7.3 lks. E. of fence extending N. and S.

N. O° 13’ E., bet. secs. 13 and 18.
Over nearly level terrain.

20.155 The S. 1/16 sec. cor. of secs. 13 and 18, monumented by Delbert
E. Robinson, Wyoming Professional Engineer and Land Surveyor No.
441, with an iron post, 30 ins. long, 1 in. diam., firmly set 20
ins. in the ground, with brass cap mkd. S1/16 S13 S18 1961 REG.
NO. 441. This position is accepted as a careful and faithful
determination of the cor. position.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

T47N
R65W R64W
S1/16
S 13|s 18
1997

Deposit the 1 in. iron post inside the iron post.

Cor. is located 4.7 lks. E. of fence extending N. and S.

N. 0° 13' E., beginning new measurement.
Over nearly level terrain.

20.14 Point for the 1/4 sec. cor. of secs. 13 and 18, at proportionate
distance; there is no remaining evidence of the original cor.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



Cad
o

Dependent Resurvey, Portion of the Eighth Guide Meridian
through T. 47 N., between Rs. 64 and 65 W.,
Sixth Principal Meridian, Wyoming

CHAINS

40.28

60.42

37.85

T47N
R65W R64W
1/4
S 13|s 18
1997

Cor. is located 8.3 lks. E. of fence extending N. and S.
Point for the N. 1/16 sec. cor. of secs. 13 and 18.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

T47N
R65W R64W
N1/16
S 13|s 18
1997

Cor. is located N. 12%° E., 9.6 lks. dist., from intersection of
fences extending N., S. and W.

The cor. of secs. 7, 12, 13 and 18, monumented by Delbert E.
Robinson, Wyoming Professional Engineer and Land Surveyor No.
441, with an iron post, 2% ins. diam., firmly set, projecting 15
ins. above the ground, at intersection of fences extending N.,
S., W. with projection of abandoned fence from the E., with
brass cap mkd.

T47N
R65W R64W
S 12|s 7

S 13|s 18
1961
REG. NO. 441

This position is accepted as the best available evidence of the
original cor. position.

N. 0° 20" E., bet. secs. 7 and 12.

Over nearly level terrain, along fence, gradually becoming
abandoned.

Abandoned fence extending SE. and NW., approximately 15 lks. W.
of cor. of abandoned fences extending S. and NW.
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Dependent Resurvey, Portion of the Eighth Guide Meridian
through T. 47 N., between Rs. 64 and 65 W.,
Sixth Principal Meridian, Wyoming

CHAINS

40.32

15.00

40.03

40.32

The 1/4 sec. cor. of secs. 7 and 12, monumented by Robert L. sSt.
Claire, Wyoming Registered Land Surveyor No. 584, with an
aluminum post, 2% ins. diam., firmly set, pProjecting 5 ins,
above the ground, with aluminum cap mkd.

R65W T47N R64W
1/4 s 12]s 7
LS 584 1981

This position is accepted as a careful and faithful
reestablishment of the original cor. position.

From this point, a Position monumented by person(s) unknown,
bears S. 470 33¢ E., 1.05 chs. dist., an iron pipe, 1% ins.
diam., firmly set, projecting 4 ins. above the ground, with
steel electric fence post set and wooden post lying alongside.
This position is not accepted as the best available evidence of
the original cor. position.

Cor. is located 26.8 1ks. W. of projection of abandoned fence
from the s.

N. 0° 20" E., beginning new measurement,
Over gently rolling terrain.
Enter timber.

Center line of N. track of double railroad tracks extending ESE,
and WNW. on a curve.

Point for the cor. of secs. 1, 6, 7 and 12, at proportionate
distance, area has beep disturbed by recent railroad
reconstruction; there is no remaining evidence of the monument
set by Lawrence T. Price, Wyoming Registered Land Surveyor No.
450, as filed in the Weston County Court House, nor of the
original cor.

Set an iron post, 28 ins. long, 2% ins. diam., 12 ins. below the
surface of the ground, atop a white "DEEP-1" magnetic marker,
with brass cap mkd.

T47N
R65W R64W
S 1(s 6

S 12]s 7
1997
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Dependent Resurvey, Portion of the Eighth Guide Meridian
through T. 47 N., between Rs. 64 and 65 W.,
Sixth Principal Meridian, Wyoming

CHAINS

23.30

40.32

9.00

40.32

N. 0° 20" E., bet. secs. 1 and 6.
Over rolling terrain, through timber.
Wyoming State Highway No. 16, bears SE. and NW.

The 1/4 sec. cor. of secs. 1 and 6, monumented by Lawrence T.
Price, Wyoming Registered Land Surveyor No. 450, with an iron
post, 2% ins. diam., firmly set, projecting 6 ins. above the

ground, as filed at the Weston County Court House, with brass
cap mkd.

1/4
s 1|s 6
1967
L.S. 450

This position is accepted as a careful and faithful
reestablishment of the original cor. position.

Cor. is located §. 51° E., 40.2 lks. dist., from cor. of fences
extending S. and W., which is 7.5 lks. N. of intersection of
fences N., E. and S.

N. 0° 16’ E., beginning new measurement.

Over rolling terrain, through timber.

Leave timber.

The cor. of Tps. 47 and 48 N., Rs. 64 and 65 W., monumented with

an iron post, 2% ins. diam., as described in the 1992-93 field
notes of the dependent resurvey, T. 48 N., R. 64 W.

Dependent Resurvey, Portion of the South Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

(Restoring the dependent resurvey executed by
Russell C. MacDonald in 1951)

From the cor. of secs. 1, 2, 35 and 36, on the S. bdy. of the
Tp., monumented with an iron post, 2% ins. diam., firmly set
flush with the surface of the ground, with a sandstone, 12x10x4
ins., buried alongside, no mks. visible, and a wooden fence post
lying alongside, with brass cap mkd.
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Dependent Resurvey, Portion of the South Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

40.39

40.39

L

T47N R65W
S 35|8 36

S 2(s 1
T46N
1951

Set a steel fence post alongside the iron post.
S. 890 39 W., bet. secs. 2 and 35,
Over rolling terrain,
The 1/4 sec. cor. of secs. 2 and 35, monumented with an iron
post, 2% ins, diam, , firmly set, Projecting 6 ins. above the
ground, with a wooden fence post lying alongside, with brass cap
mkd.

S 35

1746 ——
S 2
1951

Reset wooden fence post alongside the iron post.

S. 890 32" y., beginning new measurement.
Over rolling terrain,

Point for the cor. of seecs. 2, 3, 34 and 35, at Proportionate
distance by method of irregular bdy . adjustment; recovered the
1951 monument lying loose along W. right-of-way fence of Weston
County Road No. 59, gravel extending N. and §.

Reset the 1951 iron post, 28 ins. long, 2% ing. diam., 24 ipg.
in the ground, with brass cap mkd.

T47N R65W
S 345 35

S 3|s 2
T46N
1951 1997

Set a steel fence post alongside the iron post.

[——
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Dependent Resurvey, Portion of the South Boundary,

T. 47 N., R. 65 W., Sixth Principal Meridian,

Wyoming

CHAINS

40.33

40.30

40.52

S. 89° 34" W., bet. secs. 3 and 34.

Over rolling terrain.

The 1/4 sec. cor. of secs. 3 and 34, monumented with an iron

post, 2% ins. diam., firmly set, Projecting 4 ins.

above the

ground, with a wooden fence post lying alongside, with brass cap

mkd .

S 34

/4 ——

S 3
1951

Set a steel fence post alongside the iron post.

S. 89° 36" W., beginning new measurement,
Over rolling terrain.

The cor. of secs. 3, 4, 33 and 34, monumented with

2% ins. diam., firmly set, Projecting 6 ins. above

with badly weathered sandstone, 13x6x1 ins., alongs
visible, 1.5 lks. W. of fence extending N. and S.,

cap mkd.

T47N R65W
S 33|S 34

S 4|8 3
T46N
1951

Bury the unmkd. stone alongside the iron post.

an iron post,
the ground,
ide, no mks.
with brass

S. 89° 24' y., bet. secs. 4 and 33,

Over rolling terrain.

The 1/4 sec. cor. of secs. 4 and 33, monumented with an iron

post, 2% ins. diam., firmly set, Projecting 6 ins.

above the

ground, with a scattered mound of stone N. of the cor., with

brass cap mkd.

Form 9600-10a (November 1987) USDI-BL.M
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Dependent Resurvey, Portion of the South Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

s 33

1/4 ——

S 4
1951

Set a steel fence post alongside the iron post and rebuild the
mound of stone, 2} ft. base, 1% ft. high, N. of the cor.

S. 89° 24' W., beginning new measurement.
Over rolling terrain.

40.48 The cor. of secs. 4, 5, 32 and 33, monumented with an iron post,
2% ins. diam., firmly set flush with the surface of the ground,
with small embedded mound of stone W. of cor. and a wooden fence
post lying alongside, with brass cap mkd.

T47N R65W
S 32!8 33

S 5|8 4
T46N
1951

Set a steel fence post alongside the iron post.

S. 89° 02’ W., bet. secs. 5 and 32.
Over rolling terrain.

40.33 The 1/4 sec. cor. of secs. 5 and 32, monumented with an iron
post, 2% ins. diam., firmly set, projecting 6 ins. above the
ground, with a scattered mound of stone N. of the cor., at cor.
of fences extending N., E. and abandoned S., with brass cap mkd.

S 32

1/t —

s 5
1951

S. 88° 59’ W., beginning new measurement.

Over rolling terrain.
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Dependent Resurvey, Portion of the South Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

40.52

40.38

39.09

The cor. of secs. 5, 6, 31 and 32, monumented with an iron post,
2} ins. diam. firmly set, projecting 5 ins. above the ground,
with a sandstone, 16x12x1l ins., alongside, no mks. visible, 1
lk. W. of fence extending N. and S., with brass cap mkd.

T47N R65W
S 31]s 32

S 6|S 5
T46N
1951

Bury the unmkd. stone alongside the iron post.

5. 89° 50’ W., bet. secs. 6 and 31.
Over rolling terrain.

The 1/4 sec. cor. of secs. 6 and 31, monumented with an iron
post, 2% ins. diam. , firmly set, projecting 6 ins. above the
ground, with brass cap mkd.

S 31
/4 ——
S 6
1951

Set a steel fence post alongside the iron post.

S. 890 23" y_, beginning new measurement,
Over rolling terrain.
The cor. of Tps. 46 and 47 N., Rs. 65 and 66 W., monumented with

an iron post, 2% ins. diam. , firmly set, Projecting 10 ins.
above the ground, with brass cap mkd.

T47N
R66W R65W
S 36|S 31
S 1|S 6

T46N

1951

Set a steel fence post alongside the iron post.
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Dependent Resurvey, Portion of the South Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

40.58

20.29

Cor. is located 53.6 lks. E. of intersection of abandoned fences
extending N., S. and W.

Dependent Resurvey, Portion of the West Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

(Restoring the survey executed by
W. J. Boland in 1882)

From the cor. of Tps. 46 and 47 N., Rs. 65 and 66 W.
N. O° 32" E., bet. secs. 31 and 36.
Over rolling terrain, converging with abandoned fence.

Point for the 1/4 sec. cor. of secs. 31 and 36, determined
latitudinally by proportionate measurement and longitudinally by
abandoned fence extending N. and S.; there is no remaining
evidence of the original monument.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

T47N
R66W R65W
1/4
S 36|s 31
1997

Set a steel fence post alongside the iron post.

N. 0° 39’ E., beginning new measurement.

Over rolling terrain, along abandoned fence.

Point for the N. 1/16 sec. cor. of secs. 31 and 36.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the

ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
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Dependent Resurvey, Portion of the West Boundary,
T. 4/ N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

40.58

40.28

T47N
R66W R65W
N1/16
S 36|s 31
1997

Set a steel fence post alongside the iron post.
Cor. is located 3 lks. E. of abandoned fence extending N. and S.

The cor. of secs. 25, 30, 31 and 36, monumented with a
sandstone, 14X12X3 ins., firmly set 12 ins. in the ground, upper
portion fragmented, no mks. visible, in fence extending N. and
S. This position is accepted as the best available evidence of
the original cor. position.

At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
T47N
R66W R65W
S 25|s 30

S 36|S 31
1997

Bury the unmkd. stone alongside the iron post.

Cor. is located 33 lks. N. of intersection of fences extending
N., E. and W.

N. 1¢ 09’ E., bet. secs. 25 and 30.

Over rolling terrain, leaving fence.

The 1/4 sec. cor. of secs. 25 and 30, monumented with a
sandstone, 11X9X2 ins., firmly set 10 ins. in the ground, no
mks. visible. This position is accepted as the best available
evidence of the original cor. position.

At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the

ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
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Dependent Resurvey, Portion of the West Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

40.50

40.74

T47N
R66W R65W
1/4
S 25|s 30
1997

Bury the unmkd. stone and set a steel fence post alongside the
iron post.

Cor. is located 90 lks. E. of fence extending N. and S.

N. 1° 06’ E., beginning new measurement.
Over rolling terrain.

The cor. of secs. 19, 24, 25 and 30, monumented with a
sandstone, 18X14X2 ins., firmly set 10 ins. in the ground, no
mks. visible, in fence extending E. and W. This position is
accepted as the best available evidence of the original cor.
position.

At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
T47N
R66W R65W
S 245 19

S 25|s 30
1997

Bury the unmkd. stone alongside the iron post.

N. 1° 12' E., bet. secs. 19 and 24.

Over gently rolling terrain.

The 1/4 sec. cor. of secs. 19 and 24, monumented with a
sandstone, 11X11X2 ins., firmly set 8 ins. in the ground, no
mks. visible. This position is accepted as the best available

evidence of the original cor. position.

At the corner point
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Dependent Resurvey, Portion of the West Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
T47N
R66W R65W
1/4
S 24|s 19
1997
Bury the unmkd. stone and set a steel fence post alongside the
iron post.
N. 1° 34’ E., beginning new measurement.
Over gently rolling terrain.
39.80 The cor. of secs. 13, 18, 19 and 24, monumented at record

bearing and distance from the witness cor. established by Ralph
W. Goodson, Wyoming Professional Engineer and Land Surveyor No.
2395,

An aluminum post, 2 ins. diam., firmly set, projecting
9 ins. above the ground, with aluminum cap mkd. T47N
R65W TAJN R66W 13 18 19 24 W.C. 30 1982 PE&LS 2395,
with an arrow pointing toward the cor., as filed at
the Weston County Court House, bears NORTH, 45.5 lks.
dist.

Reset the aluminum post flush with the surface of the
ground.

This position is accepted as the best available evidence of the
original cor. position.

At the true point
Set an iron post, 28 ins. long, 2% ins. diam., flush with the
surface of the ground, atop a white "DEEP-1" magnetic marker,
with brass cap mkd.
T47N
R66W R65W
S 13|s 18

S 24(s 19
1997

Cor. is located on N. edge of trail road extending E. and W.
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Dependent Resurvey, Portion of the North Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

37.43

15.00

37.44

(Restoring the survey executed by
W. J. Boland in 1882)

From the cor. of Tps. 47 and 48 N., Rs. 64 and 65 W.
N. 88c 36' W., bet. secs. 1 and 36.
Over rolling terrain, gradually leaving dirt road.

The 1/4 sec. cor. of secs. 1 and 36, monumented by Lawrence T.
Price, Wyoming Registered Land Surveyor No. 450, with an iron
post, 2% ins. diam., firmly set, projecting 10 ins. above the
ground, with brass cap mkd.

1/4
S 36
s 1
1967
L.S. 450

This position was filed at the Weston County Court House and is
accepted as a careful and faithful reestablishment of the

original cor. position.

Cor. is located 79 lks. N. of dirt road extending E. and W.

N. 88° 36’ W., beginning new measurement.
Over gently rolling terrain.
Wyoming State Highway No. 116, bears SE. and NW.

The cor. of secs. 1, 2, 35 and 36, monumented by Lawrence T.
Price, Wyoming Registered Land Surveyor No. 450, with an iron
post, 30 ins. long, 1 in. diam., firmly set 22 ins. in the
ground, with brass cap mkd. 1963 T48N T47N R65W 1 2 35 36 LTP
450, at intersection of fences extending N., S. and W. This
position was filed at the Weston County Court House and is
accepted as the best available evidence of the original cor.
position.

At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the

ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
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Dependent Resurvey, Portion of the North Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

T48N R65W
S 35(S 36

S 2|s 1
T47N
1997

Deposit the 1 in. iron post inside the iron post.

S. 89° 05’ W., bet. seecs. 2 and 35.

Over nearly level terrain.

37.25 Wyoming State Highway No. 116, bears NE. and SW.
39.10 Access road, bears NE. and SVW.

40.32 The 1/4 sec. cor. of secs. 2 and 35, monumented by Lawrence T.
Price, Wyoming Registered Land Surveyor No. 450, with an iron
post, 2% ins. diam., firmly set, projecting 3 ins. above the
ground, in collar of stone, brick and concrete, with an iron
pipe, 2 ins. diam., set alongside, broke flush with the surface
of the ground, upper portion, 43 ins. long, lying alongside,
with brass cap mkd.

1967

1/4

S 35

s 2
L.S.450

This position was filed in the Weston County Court House and is
accepted as a careful and faithful reestablishment of the
original cor. position.

S. 89° 02' W., beginning new measurement.
Over nearly level terrain.

0.60 Intersection of fences extending NE., SW. and W.; thence along
fence.
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14

Dependent Resurvey, Portion of the North Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

20.18

20.18

15.00

25.30

40.25

The W. 1/16 sec. cor. of secs. 2 and 35, monumented by Richard
T. Doyle, Wyoming Registered Land Surveyor No. 2333, with a
steel reinforcement rod, 5/8 in. diam., firmly set flush with
the surface of the ground, with yellow plastic cap mkd. RLS
2333, 7.5 1lks. S. of fence cor. extending N. and E. This
position is accepted as a careful and faithful determination of
the cor. position.

S. 89° 02' W., beginning new measurement.
Over gently rolling terrain.

The cor. of secs. 2, 3, 34 and 35, monumented by Lawrence T.
Price, Wyoming Registered Land Surveyor No. 450, with an iron
post, 2% ins. diam., firmly set, projecting 6 ins. above the
ground, with a small steel sign post alongside, with brass cap
mkd.

R65W
T48N
S 3418 35

S 3|S 2
T47N
1967

L.5.450

This position was filed in the Weston County Court House and is
accepted as the best available evidence of the original cor.
position.

S. 88° 56’ W., bet. secs. 3 and 34.
Over gently rolling terrain.

Mining access road, bears SE. and NW.
Airstrip, bears SSE. and NNW.

Point for the 1/4 sec. cor. of secs. 3 and 34, at proportionate
distance; there is no remaining evidence of the original cor.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.
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Dependent Resurvey, Portion of the North Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

60.375

63.00

T48N R65W

S 34

1/4 ——

S 3
T47N
1997

Set a steel fence post alongside the iron post.

From this point, a position monumented by Theodore J. Vore,
Wyoming Professional Engineer No. 1088, bears N. 84° 38' E.,
85.6 lks. dist., a steel reinforcement rod, 5/8 in. diam.,
firmly set, projecting 2 ins. above the ground, with unmkd.
yellow plastic cap. This position was established using
inappropriate methods and is not accepted as a careful and
faithful reestablishment of the original cor. position.

Cor. is located 9 lks. S. of fence extending irregularly E. and
W.

Point for the W. 1/16 sec. cor. of secs. 3 and 34,

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

T48N R65W
S 34
Wl/16——
s 3
T47N
1997

Set a steel fence post alongside the iron post.

From this point, a position monumented by Theodore J. Vore,
Wyoming Professional Engineer No. 1088, bears N. 78° 51' E.,
68.3 lks. dist., a steel reinforcement rod, 5/8 in. diam.,
firmly set, projecting 3 ins. above the ground, with unmkd.
yellow plastic cap. This position was established using
inappropriate methods and is not accepted as a careful and
faithful reestablishment of the original cor. position.

Cor. is located 14.5 lks. S. of fence extending irregularly E.
and W.

Coyote Creek, course SSE.
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Dependent Resurvey, Portion of the North Boundary,
T. 47 N., R. 65 W., Sixth Principal Meridian, Wyoming

CHAINS

80.50

20.125

Point for the cor. of secs. 3, 4, 33 and 34, at proportionate
distance; there is no remaining evidence of the original cor.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

T48N R65W
S 33|S 34

S 4|S 3
T47N
1997

Set a steel fence post alongside the iron post.

From this point, a position monumented by person(s) unknown,
bears N. 70°¢ 00’ E., 53.2 lks. dist., a steel reinforcement rod,
3/4 in. diam., firmly set, projecting 4 ins. above the ground,
2.3 lks. W. of intersection of fences extending N., E. and
irregularly W. This position is not accepted as a careful and
faithful reestablishment of the original cor. position.

S. 88° 56" W., bet. secs. 4 and 33.
Over rolling terrain.
Point for the E. 1/16 sec. cor. of secs. 4 and 33.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins. in the
ground, atop a white "DEEP-1" magnetic marker, with brass cap
mkd.

T48N R65W
S 33
El/16——
S 4
T47N
1997

Set a steel fence post alongside the iron post.

From this point, a position monumented by Theodore J. Vore,
Wyoming Professional Engineer No. 1088, bears N. 71°¢ 32' E.,
70.1 lks. dist., a steel reinforcement rod, 3/4 in. diam.,
firmly set, projecting 2 ins. above the ground. This position
was established using inappropriate methods and is not accepted
as a careful and faithful determination of the cor. position.
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